BOGE SUNDS Technical Specification

Date: 2014-02-17

BLEND Design: Bogesunds Design Team
Article. ... Blend
Article NO.....cooviii 1512-
Repeat......cccooiviiiii, -
Colourscale.......cocoevvvinnininnnn 18 colours
Width (Cm)....ocooiiii 150 +/- 2cm
Weight (9/m) .oooeiiiiiien, 570 +/- 5%
Composition.......c.cceevviiviniien 100% Trevira CS (Polyester)
Abrasion EN ISO 12947-2.............. 50.000 rubs (Martindale)

Change in colour at 5.000 rubs 4-5 (Scale 1-5)

Pilling EN ISO 12945-2................... 4-5 (Scale 1-5)
Flame resistance..............ccccoeeei. SS EN 1021:1-2 (Cigarette & flame)
BS 5852Part 1 (Cigarette)
IMO FTP code part 8 (Res.A.652(16))
Colour fastness:

to light EN 1SO 105-B02.......... 5-7 (Scale 1-8)

- to rubbing EN 1ISO 105-X12..... Dry 4-5/Wet 4 (Scale 1-5)
Care instructions.......................... K @5 ® @
Country of origin.........cccoeeiiieiininn. Sweden
Statically NO.......coeiiiiiiii 58013600

-some colour huance can occur between batches.
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